STRONGMAN

ADINO PU BOND 3049

1IC SHORT OPEN TIME PU ADHESIVE

TECHNICAL DATA SHEET

One-component polyurethane adhesive based on polyurethane pre-polymers, binding
in contact with humidity in the air or bonded materials.

APPLICATIONS & BENEFITS:

bonding wooden elements, engineered wood materials, exotic wood
window and door woodwork

for bonding garden furniture, bentwood garden elements and other exposed to weather

conditions

bonding construction elements in yachts and boats

bonding materials such as rigid polyurethane foam, polystyrene & other insulation
materials with plasterboard, Fibre-cement, concrete, metal sheet, wood and plywood
high water and temperature resistance, cycle D4 according to standard DIN EN 204/205

TECHNICAL DATA:

Color:
Uncured Value

Base:
Solid Content [%]:

Density PN-EN 542 [g/ml]:

Viscosity:

Open time:
Open time:

Pressure time, 20°C [min]:

Full curing time

(in normal conditions) [h]:

Yield [g/m2]: 120 -250
Pressure time
(bent elements) [min]:

Tack-free time:

Cured Value

» Temperature resistance [°C]: -40-+100

brown

polyurethane resin

99

1,167 -1,186

Brookfield CAP 2000+, 21°C
[mPas]: 7800 - 11800

23°Cand 50% RH: 8 — 10 minutes
water mist: 5 -7 minutes
50-60

>24

70
23°C | RH 50% [min]: 16 — 20 minutes
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APPLICATION CONDITIONS:

Application +15 - +25
temperature [°C]

DIRECTIONS FOR USE:

Prior to application, read safety instruction presented in MSDS.
1. SURFACE PREPARATION:

» Surfaces must be clean, dry, and free of dust, dirt or grease.
2. APPLICATION:

» Apply a thin layer of adhesive on one bonded surface using brush, roller or spray.

» After application, connect bonded elements and press strongly and evenly.

» Equal pressure, not causing permanent deformation of the bonding area is required.
>

3. WORKS AFTER COMPLETION OF APPLICATION:

» DO NOT WASH HANDS WITH SOLVENTS.
4. REMARKS / RESTRICTIONS:

» Optimal bonding temperature is 20°C.

» Using the product below +5°C is not recommended.

» Room temperature, adhesive temperature and relative air humidity affect the open time,
pressure time and curing time.

» While working at temperatures below 20°C, make sure that pressure time is sufficient.

» When working at temperatures above 25°C make sure that open time and time of bonding of
elements before pressing has not been exceeded.

All given parameters are based on laboratory tests compliant with internal manufacturer’s
standards and strongly depend on product hardening conditions (c.a., ambient, surface
temperature, quality of used equipment and skills of person applying the product).
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TRANSPORT / STORAGE:
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Available in 20 litres and 200 litres drum packing.

Warranted shelf life is 12 months from the manufacturing date when stored in unopened,
original package at temperatures from +5 °C to +30 °Cin a dry place protected from freezing
and excessive heat.

SAFETY AND HEALTH PRECAUTIONS:

For detailed information find Material Safety Data Sheet available at producer upon request.
Disposal considerations: Product remains and empty cartridges must be disposed of in
compliance with official, local regulations.

“The information contained herein is offered in good faith based on STRONGMAN CHEMICALS’s research and is believed to be
accurate. However, because conditions and methods of use of our products are beyond our control, this information shall not be
used in substitution for customer’s tests to ensure that STRONGMAN CHEMICALS’s products are fully satisfactory for your specific
applications. STRONGMAN CHEMICALS's sole warranty is that the product will meet its current sales specifications. Your exclusive
remedy for breach of such warranty is limited to refund of purchase price or replacement of any product shown to be other than
as warranted. STRONGMAN CHEMICALS's specifically disclaims any other expressed or implied warranty of fitness for a purpose or
merchantability. STRONGMAN CHEMICALS's disclaims liability for any incidental or consequential damages. Suggestions of use shall
not be taken as inducements to infringe any patent. Technical indications and data appearing in this brochure are based on our
current knowledge and experience and we decline all responsibility for consequences derived from inadequate use. Therefore, our
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guarantee is limited exclusively to the quality of the product supplied. This technical information can be modified without notice. If

necessary request it periodically.”
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